


*Note: the Sentry UL range is designed for use with vented
batteries only. These chargers are NOT suitable for valve 
regulated lead acid (VRLA) or sealed type cells.
For charging non vented batteries see the switch mode  range.

If in doubt, contact our technical department .
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The above example shows the order code for an enclosed UL approved 120 V,AC input, 12V@5A,DC output charger, calibrated for a 
vented lead acid battery, and with the charge fail, temperature compensation and mains input circuit breaker protection options.

Product Input volts Battery type

ESLUL100125 A LA

Insert options when required, if no options are required, leave empty.The above 3 part number codes must be filled in to complete your order.
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Lead 
Acid

PRODUCT

CODE
A

ESLUL100243
ESLUL100125
ESLUL120245
ESLUL120121

•

LA

BATTERY TYPE

•
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INPUT VOLTAGE

18 Cell    
Ni Cad
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CF
TC

10 Cell    
Ni Cad
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MCB

Mains Circuit 
Breaker

OPTIONS
Temperature 

Compensation
Charge Fail

•
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CF TC MCB
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Options Options Options

20 Cell   
Ni Cad

NO C NC

12V

24V

Lead Acid (6 cells)

Ni-Cd (10 cells)

Lead Acid (12 Cells)

Ni-Cd (18 Cells)

Ni-Cd (20 Cells)

13.6

14.1

27.2

25.38

28.2

14.1

16.0

28.2

28.8

32.0

Battery type*

float volts
(V,DC)

boost volts
(V,DC)
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Electrical connection

How to order    When ordering, please specify -

Calibration

Dimensions

North American Distributor - PC & S / Panel Components & Systems, Inc.
149 Main Street 213 Jespersen Avenue 8539 Monroe Road (Suite 104)
Stanhope Spruce Grove Charlotte
New Jersey Alberta North Carolina
07874 T7X 2J1 28212
Phone (800) 523 9194 Phone (877) 962 0557 Phone (704) 535 3357
Fax     (973) 448 1674 Fax     (780) 962 0557 Fax     (704) 535 6288

Notes:
1) battery output is isolated from chassis
2) chassis must be connected to a low impedance earth

ESLUL100

ESLUL120

W

278mm
10.9”

300mm
11.8”

D

120mm
4.7”

300mm
11.8”

H

280mm
11”

210mm
8.3”

Weight

8.4Kg
17.9lbs

15Kg
31.8lbs

Height

Width Depth

A V
Fixing hole dimensions:
Width (between holes) - 173mm (6.8”)
Height (between holes)- 255mm (10”)
Fixing holes Ø=6mm (0.2”)


